


"CASH SPECIAL" & "SHORT CASH SPECIAL"™
STUNNERS

AWARNING

At all times, never point

the muzzle towards any
AWARNING part of the body. To load or

Pushing firing block to its HAMMER ;:llgidﬁm?ii; ;fr\;ﬁ*;f;ar g
forward position after FIRING BLOCK Hioger

loading will allow stunner P

to fire when trigger pulled, POWERLOAD /

or if stunner is dropped or OR CARTRIDGE o

mishandied. CHAMBER | 4

Push firing block forward \\ i

only immediately at the A

point of firing.

EXTRACTOR— B
POWERLOAD
—Quote batch No. on carton
SERIAL NO in event of complaint.

Quote when contacting
manufacturers or your Cash
distributor,

AWARNING i L
Mever immerse stunner in .AWAHNING

water to cool, MNever point muzzle at
anything you do not
intend to shoot.

Do not point in the
.ILWARN'NG direction of body or

: allow hands in front or BOLT
?aﬂfellitg?;izt::;g;?m near muzzle at any Sometimes called pin,
e time. Take care when plunger or rod. Maximum
protection. loading/ extracting bolt extension is 4 %"
powerload (12 1mm). Never hold

stunner within 4 3"
(121mm) of walls, stunning
pen or anything you do not
intend to shoot,

POLEAXE END
Re-sharpen by reconing
using countersink tool. Do
not grind outside diameter. B




Safe Operatin

AWARNING| DO NOT ATTEMPT TO USE THIS STUNNING TOOL U
ALWAYS WEAR SAFETY GLA

At all times never point muzzle end of

AWARNING barrel towards your body or any

other person. POWERLOAD CHAMBER

P"LL BACK "AMMER MUZZLE
AND FIRING BLOCK

The action of pulling back the firing block will operate the
extractor and partially lift a spent (fired) powerload. See (5)
extraction.

FIRING BLOCK

HAMMER

If in any doubt whether or not power
load has been fired, treat as a live power- FINGERS CLEAR
AWARN'NG load. (See removal of unfired powerload). OF THE TRIGGER

If misfire has occurred. See 'safe misfire
removal’

2 LOADING

Before inserting powerload into chamber of breech, make sure BOLT
bolt is fully retracted as shown. If not, do not use as stunning
power will be reduced. (See cleaning daily to rectify).

Only use the correct grade of Cash power-
AWARNlNG load bearing the ‘A&S’ or ‘E’ headmark. 4

POWERLOAD

POWERLOAD SELECTION

'"CASH' .22 PINK - for all smalls (up to 100kgs)
'CASH' .22 PURPLE - for all average size cattle and pigs
'CASH' .22 GREEN - for heavy animals (over 600kgs)
%"[3mm]
Where powerloads other than these are MAX

AWARNING used, Accles & Shelvoke will not be CHAMBER OF BREECH

responsible for:-

1. The safety of the operator.
2. The humaneness of the stun.

3. The correct operation of the stunner.
4. The premature failure of parts. ‘

Powerloads must be stored in cool, dry

AWARN'NG conditions. Exposure to excessive

amounts of moisture may affect their 'AS' OR ‘E' POWERLOAD ‘&
performance.

FIRING BLOCK

MAKE READY FOR
FIRING

Immediately before firing, push firing block forward against the
breech face.

The Cash Special will fire if dropped or
‘AWARNING “the trigger is pulled.

Keep fingers clear of trigger until
AWARNING immediately before firing.

TRIGGER




g Instructions

NTIL YOU HAVE READ AND UNDERSTOOD THESE INSTRUCTIONS
SSES AND EAR PROTECTION

Never leave a loaded stunner unattended
(See removal of unfired powerload.)

AWARNING

4 FIRE

Place muzzle firmly on animal's head, in the recommended
position shown below. Pull trigger to fire. The action of
positioning should be smooth, fluid and accurate, with firing
immediate, with the minimum delay. Do not attempt to fire
whilst the animal is moving its head.

O

/)

()
()\

a )
CATTLE, CALVES

Place muzzle on spot indicated, in the middle of the forehead -
at the crossing point of two imaginary lines drawn between the
eyes and the centre of the base of the opposite horns.

SHEEP

For hornless sheep, place
muzzle in the centre of the
top of the head. For horned
sheep and goats, the muzzle
should be placed behind the
ridge between the horns,
centrally aimed towards the
base of the tongue.

PIGS

Place muzzie about 3/4"
(20mm) width above the eyes,
halfway across the forehead,
aiming up slightly

5 EXTRACTION

Pull back the hammer and then the firing block, which will operate
the extractor and partially lift the spent case ready for complete
removal using finger and thumb. The stunner is now ready to
receive the next powerload (see 2 Loading).

REMOVAL OF UNFIRED POWERLOAD

It is sometimes necessary to remove an unfired powerload (live)
from the chamber at the end of a shift for example, or if the Cash
Special is to be left unattended.

Pull back hammer and follow instructions as detailed under 5
Extraction, but taking great care to handle powerload gently and
return it to its container.

EXTRACTOR

AWARNING

AWARNING

AWARNING

If unfired powerload is stuck in the chamber or the extractor fails to operate, do not attempt to remove
using a knife or similar tool. Return stunner to maintenance department, warning them that an unfired (live)
powerload is stuck in the chamber, and with hamnier and firing block pulled back, see 1 "Pull back hammer
and firing block".

SAFE MISFIRE REMOVAL

If stunner fails to fire, a delayed firing may occur during or after extraction. Keep Cash Special muzzle away
from your body or any other person. Wait 30 seconds before pulling back hammer and firing block to extract
the powerload. After 30 seconds, remove powerload and drop into a metal container filled with water. Do
not attempt to re-use misfired load. Powerloads fire by crushing head, so do not crush, prise or strike or use
excessive force. Always wear safety glasses and ear protectors. If stunner misfires more than once, it should
be withdrawn from use and returned to the maintenance department for investigation.

It is a condition of Accles & Shelvoke's product liability insurance, that only "Cash” cartridges in "Cash"
cartons and bearing ‘AS’ or ‘E' headmarks must be used in stunners manufactured by them. It follows
therefore, that no liability whatsoever can be accepted for any claim, including for injury, should any other
brand of powerload be used.
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"CASH SPECIAL" PARTS LIST

"CASH SPECIAL"
& "SHORT CASH SPECIAL" STUNNERS

WHEN ORDERING PLEASE QUOTE ONLY FIRST 4 DIGITS OF PART No. L.E. 4105

¥

ITEM | PART | DESCRIPTION No.PER
No. No. SET
01 | 4105010| BARREL ASSEMBLY 1 @/W
02 | 4120090 MUZZLE CAP 1 @
03 | 4116050| HANDLE 1
04 |4117060| HANDLE GRIP MOULDING 1
05 |4118085] BOLT 1
06 |5369811| STOP WASHER 1
07 |5403812] FLANGE WASHER 1
08 | 5376816 RECUPERATOR SLEEVE 8 PRESSUNE WCUT CLEANER
09 |4115047| MUZZLE BARREL WASHER 1 SHOWN IN USE
10 | 4390004] FIRING BLOCK ASSEMBLY 1
11| 4140005 ] FIRING BLOCK BUSH 1 o L TR
12 | 4141006 | EXTRACTOR 1 z
13 | 4145010] TRIGGER PLUNGER 1
14| 4146011] TRIGGER AXIS PIN 1 {
15 | 4147013 | HANDLE/BARREL BOLT 2 |
16 | 4159026 | NUTS FOR ITEM 15 2 ]
17 | 4148014 SPRING SCREW 1 7
18 | 4149015] TRIGGER SPRING 1 <4
19 | 4150016| SEAR ROD SPRING 1 CLAMP IN VICE
20 | 4151017 TRIGGER 1
ERET LI i — "SHORT CASH SPECIAL" PARTS LIST
23 4154022 | SEAR ROD ASSY.CompIete with pin 1 WHEN ORDERING PLEASE QUOTE ONLY FIRST 4 DIGITS OF PART No. 1.E. 4105
24 14156023 FIRING BLOCK PIVOT 1 ITEM | PART DESCRIPTION No.PER
25 | 4157024 HAMMER PIVOT 1 No. | No. SET
26 | 4158025| EXTRACTOR STOP SCREW 1 »| 37 [4184010 | SHORT BARREL ASSEMBLY 1
27 | 4160027 | PAWL 1 »| 38 |4103009 | SHORT MUZZLE CAP 1
28 | 4161028] EXTRACTOR SPRING 1 »| 39 [4182008 | SHORT BOLT 1
29 | 4164030] LOCKING PLATE ASSEMBLY 1 »| 40 [4101002 | STOP WASHER 1
30 | 4165031] PAWL PIVOT 1 »[ 41 4250030 | FLANGE WASHER 1
31 | 4166033 FIRING PIN ASSYitems 32,33 &34 | 1 x| 42 14188021 SHORT RECUPERATOR SLEEVE 6
32 | 4167033 FIRING PIN 1
33 | 4168033| FIRING PIN RIVET 1 CLEANING TOOLS ETC.
34 | 4170033] FIRING PIN BACK BUSH 1 43 | 4107020] BREECH CLEANER ASSEMBLY 1
35 | 4171034] LOCK WASHER 1 *| 44 ] 5645030] BRUSH ONLY 1
36 | 4179045| TRIGGER STOP PIN 1 *| 45 | 5647029 HANDLE-BRUSH CLEANER 1
SEE SEPARATE REPAIR MANUAL FOR DETAILED INSTRUCTION ON FITTING 33 Z: ?;ggg gl'}'g:?%lg CLEANER 1
*
IF IN DOUBT CONTACT YOUR CASH DISTRIBUTOR «| 48 4136049 SPANNER 1
«| 49 | 4173041] KEY 1
x| 50 | 4187000 CASH PISTOL OIL 1
*| 51 | 4192000/ 'COPASLIP' THREAD GREASE
% NOT ILLUSTRATED




